Sky Survey Sysfem sas

Sky Survey System APR Schedule

APR: Dji Spark - ENAC Autonization n° 14988

Eﬁ. T .
Sensor: 1/2.3" C(M0OS ENAC - 14988
Effective pixels: 12M

Lens FOV: 81.9° 25 mm (35 mm format equivalent) f/2.6 (shooting range: 2 m to «)

ISO RangeVideo: 100 - 3200 (Auto) - 100 - 6400 (Manual)

Photo: 100 - 3200 (Auto) - 100- 12800 (Manual)

Electronic Shutter Speed: 2 - 1/8000 s

PIV Image Size:3968x2976

1440x1080 with ShallowFocus

2300x1280 with Pano (horizontal)

960x1280 with Pano (vertical)

Video Recording Modes /4
%

Video ResolutionFHD: 1920x1080 30p

Max Video Bitrate: 24 Mbps

Supported File Systems: FAT32

Photo Format: JPEG 4
Video Format: MP4 (MPEG-4 AV(/H.264)

Supported SD Cards: Micro SD

Operating Temperature Range:32° to 104°F (0° to 40°()

DJI ND Filter 32

DJI ND Filter 16

DJI ND Filter 8

4 Batteries + portable recharger station Kit 300 gr
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